
 

HD IP Set Top Box (SCIPB681) 

Features： 

 

 * Fully HD & MPEG-2 and H.264 compliant      

 * Support DHCP , PPP, PPPOE protocol 

 * Powerful single chip Bcm7208        

 * Support USB Wifi 

 * IPTV support (Ipanel browser)        

 * Support IPTV unicast, multicast function 

 * Wide screen 16:9 and normal 4:3 Aspect Ratio     

 

* Support IPTV live broadcast, time thift function  

* Forcible PAL/NTSC conversion/ auto-recognizing             

* Powerful Edit (Rename, Sort, Favorite, Delete, Skip, Lock, Move)  

* Support NTP ,HTTP, FTP protocol       

* Linking the equipment to update via USB or Network  

* Support IGMP ,RTSP, protocol        

* Power consumption is less than 1W when stand-by 

 MAIN SYSTEM RESOURCE  AV OUTPUT 

CPU/Decoder BCM7208  Video De-emphasis CCIR REC. 405-1, 625 LINES 

CPU Speed 400 MHz  Video Bandwidth 5.5MHz 

Flash Memory 128M Bytes  Video Output Impedance 75 Ohm 

SDRAM 256M Bytes   Video Output Level 1.0 Vp-p 

EEPROM -   Audio Output Frequency 20Hz ~ 20KHz 

CONDITIONAL ACCESS INTERFACE  Audio Output Impedance Low 

PCMCIA -   FRONT PANEL  

Smartcard 

Reader(Optional)  

-  Ir Receiver 38KHz 

CHANNEL DECODING  REAR PANEL  

Packet Format DVB ts  format  RF  

Symbol rate 200k - 20M bps  Ethernet RJ45 

DEMULTIPLEXER   RCA Output 1 Left Audio,1  Right Audio, 1 

Video, 1 Y Pb Pr Standard   

Input Max. Bit 

Stream Rate 

  USB 2* USB 2.0 

VIDEO DECODING   HDMI 1 HDMI (HDCP1.3) 

Standard MPEG-2 MP@ML, MP@H-14, 

MPEG-4 ASP@L5 

H.264/AVC HP@L4.0 

 SPDIF 1 Optical 

RCU  

Category IR (Carrier 38KHz) 

Aspect Ratio 4:3; 16:9  Battery 2 x 1.5V 

Video Resolution 1080i/720P; 480P/576P, 

PAL/NTSC 

 POWER SUPPLY  

AUDIO DECODING   Input Voltage DC 12V 

Standard ISO/IEC 13818-2, MPEG-2 

MP@ML 

 Power consumption Max. 20W 

Decoding MPEG -1 & MPEG-2  Musicam 

Layer 1, 2, 3 ; AAC 

 AMBIENT  

Operating Temperature +5 ℃ - +50℃ 

Audio Mode Single Channel /Dual 

Channel/Joint Stereo / Stereo 

 Storage Temperature -40℃ - +65℃ 

Storage Temperature -40℃ - +65℃ 

Sampling Rate 32, 44.1 & 48 KHz    

 


